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Capacity Chart

External (mm) Internal (mm)
i Height Width » /lz’;';t: o Height Width Depth Capacity Net
Outer (mm) (mm) ) Inner (mm) (mm) (mm) (litres) Weight
2Dr 817 551 779 268 387 609 129 207
3Dr 1161 551 779 268 387 609 194 302
4Dr 1504 551 779 268 387 609 259 395
Testing

Survivafile is tested and certified by ECB-S in Europe and UL in USA for providing 60/120 minutes fire protection for paper. The test is carried out
in two parts.

Fire test Impact test

Stage 1
The cabinet is placed inside the furnace which
is heated to a temperature of over 1000 °C.

Stage 1

The cabinet is placed in a pre-heated oven for
up to 45 minutes. Then the cabinet is removed
and dropped 9.15 metres onto a bed of rubble.
Stage 2

After 60 minutes in the furnace the burners
are switched off. The inner temperature
and humidity in the cabinet are continually
monitored until the cabinet begins to cool.
The cabinet remains in the furnace as the
temperature returns to zero, then the cabinet The maximum internal temperature must not
is removed and opened. The maximum internal exceed 177 °C.

temperature inside the cabinet must not exceed 177 °C.

Stage 2

The cabinet is then placed back into the furnace
for up to another 45 minutes. As it cools inside
the furnace, the cabinet’s temperature is
monitored before being removed and opened.

Lock Options

Key Lock

Authorised dealer: ChUbbsafeS

Trusted the world over.

Gunnebo Australia Pty Ltd
9 / 16 Lexington Dr, Bella Vista Sydney NSW 2153
Phone +61 2 9852 0700 Fax +61 2 9852 0731

Email: info.au@gunnebo.com

www.chubbsafes.com.au
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